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Boezemweg 23H

NL-2641 KG  Pijnacker

The Netherlands

Tel: +31-640.108.919
E-mail: info@arenal-pcs.com

VAT: NL 851 308 296 B01

BIC: RABONL2U

Rabobank Bank Account: 1662.21.082

IBAN: NL44 RABO 0166 2210 82

Arenal Process Control Solutions BV

CoC: 54446066

QS6-S004-019 DREDING

Configuration for appl. S004-019 Dredging Slurry Density

1,00 0,00

Dredging Slurry Density in pipe line is measured by means of Ultrasonic Density

Probe, Transmitter and Analyzer of Arenal. Simply mount the spool piece (with

probe)  between the flanges of the pipeline, connect the analyzer and start

measuring. The design is made in such way that it is flush mounted (no hold-up,

restrictions, or bends)

For your application the following specifications are known to us:

Industry: dredging

Area: sand

Application: 

Tag/measuring point: 

Dissolved solids: 

Suspended solids: 

Nominal diameter: DN300 and DN500

ID: .... mm

Flow rate: ... m3/h

% solids: 0-....%

Density range: 1000 -2000 kg/m3

Particle size: 

Temperature range: 5...50 degC

Pressure range: max10 bar

pH: 

Controller: QA03-SDA

Cable length transmitter - analyzer: 30 meter

Communication protocol: 4-20 mA

The hardware configuration that suits above specs:

* QA: QA03-SDA-DIS-VAC-XXX-XXX

* QT: QT014-UDT-SPC

* QP: QP014-UDP-SPC-SiC-LT-ND999

* QB: QB051-ND0300-PU or ND0500

* QC: QC000-QQ-03000-XXX-XXX

    

Software Applications included:

* S004101, for range: 1.0-2.0 g/l (SG)

* S004102, for range: 1000-2000 g/l (Density)

* S004103, for range: 0-50 degC (Temperature)

* S004104, for range: 0-100 wt% solids

Note that Arenal offers the following services that may not yet be included in this

offer:

0,00 0,00
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1) QS101-RMS:  Remote Monitoring Services, which reduces startup time and cost.

Ask for the possibilities

2) QA03-CRCS:Control Room Chemometry System, to take over the control of all

connected PCA's on site.

QA03-SDA-DIS-VAC-XXX-XXX

Slurry Density Analyser, Vac with display

1,00 5.200,00

Make: Arenal PCS BV, The Netherlands

Process analyzer designed for continuous monitoring of slurry density in mining,

dredging and drilling applications, based on ultrasonic sonochemistry.

Weatherproof enclosure

   >  Material: powder coated aluminium

   >  Hinges on right (small) side

   >  Dimensions: 330x200x120 mm

   >  Protection degree: IP65

   >  3x M20x1,5 cable glands (power, analog output, blinded)

   >  1x M16x1,5 cable gland (blinded)

HMI

   >  TFT Soft touch color display 5,7"

   >  Software version: KWR-7QA03-517

Power supply:

   >  Nominal: 100-240 Vac 50/60 Hz

   >  Converter 24Vdc 42W

   >  Terminals max 2,5 mm2

5.200,00 0,00

QT016-UDT-SPC-A1

Ultrasonic Density Transmitter for QP014-UDP-SPC/WFC M6M20S

1,00 4.500,00

Advanced Ultrasonic Transmitter electronics in industrial enclosure

Make: Arenal PCS BV

SN: 170...

-  With T-Piece functionality

-  Firmware version: v52

-  Enclosure material: powder coated aluminium, off-white

-  Enclosure Model: AR120

-  Protection degree: IP66

-  Power supply by PCA only (24Vdc)

-  Power consumption: 11W

-  Digital data communication line for connection to PCA, Modbus RTU over RS485

-  Probe to be selected separately

-  Probe type: all Arenal ultrasonic probes

-  With PT1000 circuitry

Model A:

-  Cable gland M6 for coax cable (on bottom)

-  Cable gland 1x M20x1,5 on short side

4.500,00 0,00
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Model B:

-  LEMO.1V connection

-  Cable gland 1x M20x1,5

Model C:

-  Cable gland 1x M16x1,5

-  Cable gland 1x M20x1,5

QP014-UDP-SPC-SIC-LT-FLAT

SiC-LT Ultrasonic Density Probe for mounting in spoolpiece

1,00 3.100,00

Make Arenal PCS - The Netherlands

Suits pipes > ND250

Probe is designed to fit inside a spoolpiece with lining

Mounting is from inside to outside

Material sensor: Sintered Silicon Carbide

Material housing: SS316

Temperature range 5-55 degC

SN: .............................

3.100,00 0,00

QC000-QQ-03000-XXX-XXX

Outdoor cable and connector, L=30m

1,00 350,00

Make: Habia Cables on Arenal specification

-  Communication & 24Vdc power cable

-  For outdoor use

-  Black PUR shield

-  Length: 30 m

-  Weight: 3,0 kg

-  AWG: 20

-  Dimension: 2x2x0,5 mm2

-  Shielding and earthing per pair

-  Filling: aramid fibres

350,00 0,00

QB061-SPC-ND0300-PU

DN0300 Spoolpiece with polyurethane lining and with 1 port

1,00 2.400,00

Spoolpiece includes:

 - One port for QP014-UDP-SPC-SIC

 - Lining polyurethane, red

 - Tagplate

 - Lugs on top of both flanges

The spoolpiece shall be mounted between two flanges of the customer.

- Material : coated steel

- Colour: White

- Nominal Diameter: ND0300

2.400,00 0,00
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- Length: 500 mm, to be confirmed by us

- Weight: approx 120 kg 

All spoolpieces are made according to standard dimension from table.

Alternative to QB061-SPC-ND0300-PU:

QB061-SPC-ND0500-PU

DN0500 Spoolpiece with polyurethane lining and with 1 port

0,00 0,00

Spoolpiece includes:

 - One port for QP014-UDP-SPC-SIC

 - Lining polyurethane, red

 - Tagplate

 - Lugs on top of both flanges

The spoolpiece shall be mounted between two flanges of the customer.

- Material : coated steel

- Colour: White

- Nominal Diameter: ND0500

- Length: 600 mm, to be confirmed by us

- Weight: approx 140 kg 

All spoolpieces are made according to standard dimension from table.

2.800,00 0,00

Delivery method Ex-Works

Payment terms 100% Nett in advance, 14 days

Delivery terms Receiver pays freight costs
Currency EUR

Valid until 30-11-2017

Sales Conditions:

Net

VAT

Total incl. VAT

         15.550,00

              0,00

         15.550,00




